
• 304 Stainless Steel

• Removeable lid for 
servicing and cleaning

• Auto enzyme dispenser

• 5L enzyme included

• Meets NZBC - G13 
requirements, applicable 
in permitted areas when 
installed and maintained 
correctly

MACTRAP GREASE CONVERTER
170L AND 250L UNDER BENCH GREASE CONVERTER UNITS

CONVERTER

The MACTRAP Grease Converter
is suitable for internal use and removes fats, oil and grease
(FOG) from waste water by automatically adding enzymes to 
bioremediate the waste.

After leaving the sink, the waste water enters the MACTRAP Grease 
Converter, runs through two sets of baffles, and the fat, oil and grease (FOG) 
separates and forms a layer which floats to the top. ‘Bio-Zyme’ - which 
contains bio-degradable micro organisms to break down the fat, oil and 
grease, is automatically added to the converter and ‘feeds’ on the floating 
FOG solution. The resulting product is then consumed by natural bacteria, 
releasing safe by-products and reducing odour. Water and minimum FOG is 
released to exit down the drain.

Any suspended solids remaining in the water settle at the base of the 
converter and are cleaned out during the converter’s regular maintenance 
schedule.

The MACTRAP Stainless Steel Grease Converter is available in two standard 
sizes and custom made converters can be ordered for larger installations.

The efficiency of the 
grease converter will be 
significantly enhanced 
by an in-sink or pre-trap 
solids filter and avoiding 
connection to a dishwasher.
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DIMENSIONS

SPECIFICATIONS

STAINLESS STEEL MODELS

Model Treating Capacity1 Connections Inlet Height Outlet Height Seating Capacity2

MTGC170 390 l/hr 50mm 240mm 230mm 0-60

MTGC250 610 l/hr 50mm 420mm 410mm 0-120

POLYMER MODELS

Other Models Treating Capacity1 Connections Inlet Height Outlet Height Seating Capacity2

MTGC75 180 l/hr 50mm 270mm 240mm 0-30

MTGC125 310 l/hr 50mm 340mm 310mm 0-50

MTGC500 1250 l/hr 100mm 625mm 575mm 0-185

MTGC1000 2500 l/hr 100mm 775mm 725mm 0-375

MTGC1500 3750 l/hr 100mm 825mm 775mm 0-575
1 Treatment capacity is subject to operational variations.
2 Seating capacity is based on approximately 75% of the NZBC - G13 code of 5L per person per hour, and should be used as a guide only.


